GENERAL NOTES

THES SECTION SHALL BE CONSTRUCTED (N ACCORDANCE WITH THE PLANS; THE ~STAHDARD
SPECIFICATIONS FOR ROAD AND BRIDGE COMSTRUCTIONY ADOPTED JANUARY 1, 2012: THE
SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS INDICATED ON THE
CHECK SHEET, AND THE SPECIAL PROVISIONS INCLUDED IN THIS PROPOSAL.

THE ACTYAL LOCATIONS OF PAVMENT PATCHING AND FInAL QUANTITIES SHALL BE DETVERMINED
BY THE ENGINEER IN THE FIELD,

THE HMA SURFACE REMOVAL On THE EAST LECG OF THE INTERSECTION Witi BE VARIASLE
DEFTH BUT SHALL BE PAID FOGR AT THE CONTRALT UNIT PRICE FOR HMA SURFACE REMOVAL 2
t/4 [NCH,

PAVEMENT MARKING [S SHOWN OM THE PLANS ONLY WHERE IT DIFFERS FROM THE E£XISTING
MARK INGS, EXISTING PAVEMENT MARKINGS ARE NOT SHOWN ON THE PLANS, EXISTING
PAVEMENT MARKINGS SHALL BE DOCUMENTED BY THE ENGINEER BEFORL THEY ARE
DESTROYED AND REPROGUCED IN THEIR ENTIRETY AFTER SURFACE COURSE 15 PLALED

PAVEMENT MARKING SHALL BE APPLIED IN ACCORDANCE wiTs SECTION 7BO OF THE STANDARD
SPECIFICATIONS. SHORT-TERM PAYVEMENT MARKING SHALL BE APPLIED TO THE MILLED
SURFACE, BITUMINQOUS MATERIALS (PRIME COATY, AND HOT-MIX ASPHALT LEVEL HINDER, HOT-
MIX AGPHALT SURFACE COURSE AS SPECIFIED InN SECTION 703 OF THE STARDARD
SPECIFICATIONS, TEMPORARY TAPE SHALL BE USED ON THE SURFACE COURSE AND PAINT

SHALL BE USED OM MILLED SURFACES. ALt OF THE SHORT-TERM PAVEMENT MARK [NGS SHALL

8E WHITE.

THE DETECTOR LOOP, TYPE 1 PAY ITEM IS INCLUDED FOR REPLACEMENT OF LOOPS EXPECTED
TO BE DESTROYED BY MILLING. THE REPLACEMENT LOOPS SHALL BE INSTALLED PRIGR TO
CONSTRUCTION OF THE SURFACE COURSE TN THE AREAS AFFECTED.

THE EXISTING PAVEMENT SHALL BE PATCHED IN ACCORDANCE WITH SECTION 442 OF THE
STANDARD SPECIFICAYIONS AND THE SPECIAL PROVISIONS. THE QUANTITY OF PATCHING
SHOWN ON THE PLANS [S AN ESTIMATE ONLY AND THE FINAL LOCATIONS AND QUANTITY
SHALL BE DETEAMINED By THE ENGINEER IN THE FIELD,

THE CONTRACTGR SHALL PROVIDE INTERNET ACCESS TG THE HOT-MIX ASPHALT PULANT QUALITY
CONTROL LAB SO THAT HOT-MIX ASPHALT PLANT REPORTS CAN BE £-MaAILED TO THE DISTRICY
HEADOUARTERS.  THIS WORK SHALL 8E INCLUDED IN THE COST OF ALL HOT-MIX ASPHALT
[TEMS,

THE CONTRACTOR SHALL USE EITHER RC-7Q OR AN EMULSIFIED POLYMER PRIME SS-iHP OR SS-1H
FOR THE PAY ITEM BITUMINOUS MATERIALS (PRIME COATY.

ROLLERS WILL NOT BE PERMITTED TO OPERATE IN VIBRATORY MODE.

THE RESIDENT ENGINEER SHALL BE THE SOLE JUDGE CONCERNING THE CURING TIME FOR THE
VARIQUS BITUMINOUS LIFTS.

THE PAY |TEM TEMPORARY RAMP HAS BEEN INCLUDED FOR THE CONSTRUCTION OF

TEMPORARY RAMPS IN ACCORDANCE WITH ARTICLE 406, 08 OF THE STANDARD SPECIFICAT{ONS.
THE CONTRACT UNIT PRICE PER SOUARE YARD FOR TEMPORARY RAMP SHALL INCLUBE B8OTH
THE INSTALLATION AND THE REMOVAL OF THE RaMPs

MANHCLES, VALVE VAULTS AND OTHER APPURTENANCES EXPOSED BY THE HOT-MIX ASPRALT
SURFACE REMOVAL SHALL BE TEMPORARILY RAMFED AS DIRECTED BY THE ENGINEER, THE
INSTALLATION AND SUBSEGUENT REMOVAL OF TEMPORARY RAMPS SHALL NOT BE PAID FOR
SEPARATELY BUT SHALL BE CONSIDERED AS INCLUDED IN THE COST OF HOT MIX ASPHALT
SURFACE REMOVAL PAY ITEMS.

THE FOLLOWING MIXTURE RECUIREMENTS ARE APPLICABLE TO THIS PROJECT:
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THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS AND ARE
IMCLUBED AFTER SHEET NO. 3%

STh. NG DESCRIPTION

G000~ 086 STANDARD SYMBOLS, ABBREVIATICNS, AND PATTERNS

60600104 CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER
B06301-04 PC CONCRETE ISLANDS AND MEDIANS

161101-02 OFF -ROAD OPERATIONS, MULTILANME, 15 10 24~ FROM PAVEMENT EDGE
101106-02 OFF -ROAD OPERATICNSE, MULTILANE, MORE THAM 157 AWAY

01427 LANE CLOSURE, MULTILANE, INTERMITTENT OR MOVING OPERATION, FOR SPEEDS <= 40 MPH
T01451-01 RAMP CLOSURE, FREEWAT/EXPRESSWAY

TO1601-07 URBAM LANE CLOSURE, MULTILANE, 1W OR 2W, WITH NONTRAVERSABLE MEDIAN
101602-55 URBAN LANE CLOSURE, MULTILANE 2W WITH BIDIRECTIONAL LEFT TURN LANE
TOIV01-08  URBAN LANE DLOSURE, MULTILANE INTERSECTION

0190102 TRAFFIC CONTROL DEVICES

T20001-01 SIGN FANEL MOUNTING DETAILLS

T20016-03 MAST ARM MOUNTED STREET NAME SIGNS

180001 -03 TYPICAL FAVEMENT MARKINGS

§14001-02 HANDHOLES

857001-01 STANDARD FHASE DESIGNATION DIAGRAMS AND PHASE SEQUENCES

873001-02 TRAFFIC SIGNAL GROUNDING AND BONDING

BI7001-08 STEEL MAST ARM ASSEMBLY AND POLE 16" THROUGH 8%

“B7I002-02 STEEL WAST ARM ASSEMOLY AND POLE 56° THROUGH 7%

878001-09  CONCRETE FOUNDATION DETAILS

280005-01 TRAFFIC SIGNAL NOUNTING DETAILS

886001-01 DETECTOR LGOP INSTALLATIONS

886005-01 TRYPICAL LAYOUY FOR DETECTOR LOOPS

4Z0EOV-05 247 PCC PANEMENT
42GN0(-02 PANEMENT FABRRIC
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